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SPECIFICATIONS 

Input Voltage: 110 V AC (220V models 
available) 
Output Voltage: 12 Volts DC or 24V DC 
SmartFuse Rating: 3Amps per output. 9 Amp 
master fuse. 
Current Output: 8 Amps. Maximum 3 Amps from 
any one output 
Can Dimensions: 11¼ x 11¼ x 3½ inches. 

HIGH POWERED DC CCTV POWER SUPPLIES 

PS-1200DCS-8 Series 

PS-1240DCS-8: 4 OUTPUTS 

PS-1280DCS-8: 8 OUTPUTS 

PS-1216DCS-8: 16 OUTPUTS 

8 AMPS POWER AVAILABLE 
AT 12 OR 24V DC 

IDEAL FOR  CAMERAS WITH 
INFRARED ILLUMINATORS 

SELF-RESETTING 
SMARTFUSE PROTECTION 

The PS-1200DCS-8 series of DC camera 
power supply provides a unique series of 
features suited to powering high current 
devices, such as infrared illuminators, pan & 
tilt mechanisms and heaters and blowers. 

The multi-output configuration allows 
easier installation, greater reliability and 
unequalled flexibility in multi-camera 
installations. It avoids the need to tie up one 
electrical outlet per camera, and provides 
significant advantages over multiple plug-in 
transformers in safety, convenience, 
neatness and cost. 

All outputs are protected by Stealth’s self-
restoring SmartFuses. These react like a 
glass fuse but reset themselves when the 
surge has passed or the fault is removed, 
eliminating costly service calls to replace 
blown fuses. Built-in surge suppression 
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protects your cameras from transients. A roomy 
metal can allows plenty of space for wiring and 
provides numerous knock-outs for cable entry. 

 Voltage is selectable between 12 and 24V 
DC. A battery charging circuit is provided and 
the can provides space for a 4 ampere/hour 
battery. 


