Instructions: SD-2000 “Neighbor Friendly”
Siren Driver Installation

1) Turn off all power to the control panel.

2) Mount the SD-2000 Module inside the control panel's metal box, using the
foam tape on the backside of the PCB.

3) Connect the terminal marked GND on the SD-2000 (See Fig. 1) to a
terminal marked GND or NEG on the control panel.

4) For a YELP output, the YLP terminal should be connected to a terminal on
the control panel that can provide a 1.5 Amp current source upon activation of
a Burglar Alarm.

5) For a STEADY output, the STDY terminal should be connected to a
terminal on the control panel that can provide a 1.5 Amp current source upon
activation of a Fire Alarm.

Remember: Steady will always override Yelp.

6) Connect the speakers in a fashion shown in Figure 2. Use a minimum of
15-Watt speakers and a minimum of 400hm resistance. Interior speakers
should be connected to the terminals labeled SPKR (labeled “C” and “D” in
Figure 1), while exterior speakers should be connected to the terminals
labeled DLY SPKR (labeled “A” and “B” in Figure 1). If you deviate from the
circuits in Figure 2, be careful to maintain a minimum of 4 Ohms between
speaker terminals.

Remember, when the SD-2000 is not activated, the “DLY SPKR” and “SPKR”
terminals are not connected. However, upon activation, the terminals ARE IN
PARALLEL. Thus, if your meter reads 4 Ohms across the “DLY SPKR”
terminals when the unit is not activated, you will have 2 Ohms upon
activation, which is too low!

7) Use the potentiometer R15 to set the programmable time window for the
speaker(s) that will be delayed. The minimum setting )about 20 seconds) is
achieved by turning the pots to the left. The maximum setting (about 3
minutes) is achieved by turning the pots to the right.

26 5" Street SE, Hickory, NC 28603 Tel. 800-360-4146  www.stealthlabs.com

8) POWER UP AND TEST THE UNIT AND INSTALLATION.
Violate any zone. Calculate the time difference between activation
of the immediate alarm and the control-delayed alarm. Adjust the
pots as appropriate to attain desired time window.



