
 

The SD-401a provides 30 seconds of non-
volatile recording memory (two 15-second 
channels or one 30-second channel).  

 
Ideal as an industrial / retail message 

delivery system, or enable the built-in burg 
and fire siren tones and use as a standard 
siren driver—with your custom messages in 
whatever language you desire!  

 
Additional features include a built-in 

condenser microphone, Automatic Gain 
Control (AGC) for effortless recordings, 
support for single-output controls (steady / 
pulse detection), positive or negative input 
triggers for both channels, and individual 
volume controls for siren and voice. 

 

SPECIFICATIONS 
 
Operating voltage: 12V DC (9-14V DC) 
Current Draw: < 10mA standby; 1.03 Amps 

when activated at maximum volume. 
Sound Output: 115dB at 6 feet 
Dimensions: 3¼ x 4 x ¾ inches 
 
 

• HIGH PERFORMANCE AT AN 
ECONOMICAL PRICE 

 

• SEPARATE INTRUDER AND  
  FIRE MESSAGES 
 

• USE WITH OR WITHOUT BUILT-IN SIREN 
TONES 

 

• LOW CURRENT DRAW WITH  
  HIGH SOUND OUTPUT 
 
• COMPATIBLE WITH A WIDE RANGE OF 

CONTROL PANELS 
 
• BULK ERASE CONTROL 
 
• BOTH CHANNELS ACCEPT POSITIVE OR 

NEGATIVE INPUT TRIGGERS 
 
• EXTERNAL RECORD SWITCH TERMINAL 

FOR “POP FREE” RECORDINGS  

SD-401a   
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USER RECORDABLE 
VOICE SIREN DRIVER 


