
The JR-2420E is a power supply for use with 
outdoor domes and housings in CCTV applications. 

Input voltage is 110V AC. Two 24V AC outputs are 
provided for the camera and the heater/blower/pan 
& tilt or other accessories with high current draw. 
The total power available is 4 Amps, with the 
camera output fused at 1.85 Amps and the heater/
blower output fused at 4 Amps. 

Each output is protected by a self-resetting 
SmartFuse (PTC). These react like a glass fuse but 
reset themselves when the surge has passed or the 
fault is removed, eliminating costly service calls to 
replace fuses. 

Connections are quick and easy thanks to terminal 
blocks which can be removed for wiring and then 
snapped back into place. A handy on/off switch is 
provided, as well as LED indication of power status. 

The JR-2420E is designed for outdoor installation, 
allowing it to be placed close to the devices it 
powers. Protection from the elements is provided by 

·  Convenient and cost-effective power for 
outdoor cameras, housings and domes. 

·  Small and unobtrusive  

·  NEMA-4 outdoor  weatherproof housing 

·  Separate 24V AC outputs for camera and 
heater/blower 

·  28V AC model available (JR-2420E) 

·  Outputs protected by self-resetting 
SmartFuses 

·  4 Amps total power available (JR-2420E) 

·  3.4 Amps total power available (JR-2820E) 

·  Camera output fused at 1.85 Amps 

·  Heater output fused at 4 Amps 

·  Built-in surge suppression 
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a NEMA-4 rated polycarbonate enclosure. The 
NEMA-4 standard specifies resistance to rain, 
dust, snow, sleet, ice and wind. This allows the 
JR-2420E to offer superior resistance to 
environmental hazards in outdoor conditions. The 
housing’s small size and unobtrusive appearance 
allow it to be installed just about anywhere. 

 
 

SPECIFICATIONS 
 

Input voltage: 110V AC (220V models available) 
Output voltage: 24V AC (JR-2420E), 28V AC 
(JR-2820E) 
Output Current: 4 Amps (JR-2420E) 3.4 Amps 
(JR-2820E) 
SmartFuse rating: 4 Amps on heater/blower 
output; 1 Amp on camera output; master fuse 4 
Amps 
Dimensions: 6�  x 4½  x 3�  inches 
Weight: 3½ lbs 

POWER SUPPLY FOR 
OUTDOOR CAMERAS 
& DOMES 


